
 

 

  

 

Ethylene Dichloride (EDC) Product Specification 

Analytical Parameters Method Unit Value 

Purity UHDE-39 wt% 99.9 min. 

Acidity (as HCI) UHDE-4 ppm 5 max. 

Water UHDE-13 ppm 150 max. 

Iron UHDE-25 ppm 1 max. 

Benzene UHDE-39 ppm 50 max. 

Low boilers UHDE-39 ppm 450 max. 

High boilers UHDE-39 ppm 450 max. 

Color UHDE-19 APHA 15 max. 

Free Chlorine UHDE-10 ppm 0 

Boiling Range ASTM-D-1078-11 °C 1.5°C max. 

Appearance Visual - Clear 

Density at 15 °C D 1217-15 - 1.260-1.270 

Residue on evaporation ASTM-D-1353-13 ppm 20 max. 
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Contact Details: 

 

Website: www.sipchem.com  

Email:  

Sales & Marketing marketing@sipchem.com  

Compliance & Product Stewardship Department complianceps@sipchem.com 

 

Disclaimer 

Before using the product listed above, customers and other users should take care in determining the suitability of such product for 

the intended use. SIPCHEM do not accept any liability whatsoever arising from the use of this information or the use, application or 

processing of any product described herein. 
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